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MODE LS CSE OTS W6 CSE OTS ZV W8 CSE OTS MFB+ZV W8 CSE OTS ZV W-PWM

PUMP PARA 25/6 SC PARA 25/8 SC PARA 25/8 SC PARA 25/8 iPWM1

PUMP CONTROL  ON/OFF 
(Δp-c / Δp-v / I,II,II) 

ON/OFF 
(Δp-c / Δp-v / I,II,II)

ON/OFF 
(Δp-c / Δp-v / I,II,II)

ON/OFF 
(max. speed) or PWM

MAX. HEAD 6.7�m 8.4�m 8.4�m 8.4�m

CODE 18611 17979 17818 18127

Insulated single-line pump station with high-
efficiency circulation pump, ball valves and 
thermometer.

• Wilo circulation pump
• Pump connection cable
• Neat insulation for reduced heat loss
• 2 ball valves
• Check valve (codes 17979, 17818, 18127)
• Magnet Filterball (code 17818)
• Thermometer

TECHNICAL  DATA

COMPONENTS

CONNECTIONS 1“ F

FLUID WORKING TEMPERATURE 5 - 95 °C

DIMENSIONS 325 x 140 x 150�mm

SINGLE-LINE PUMP STATIONS 
FOR UNMIXED HEATING CIRCUITS

CSE OTS W Pump Station


