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Termomix LK550 Thermostatic Mixing Valve 
Installation
The arrows on the brass valve housing indicate the direction of the flow.
	 KV = incoming cold water 			   Max. working pressure 10 bar
	 VV = incoming hot water 			   Max.working temperature 90 °C
	 BV = outgoing warm water 			   Adjustable temperature range 38 - 65 °C

For connection to pipes, the valve has threaded male connections either G 1/2“ (code 10874, Kvs 1.2 m3/h) or G 3/4“ 
(code 11057, Kvs 2.2 m3/h).

Operation and Maintenance
This mixing valve requires no maintenance. Even so, it should be checked regularly. 
The valve knob is used to set the desired hot water temperature within the range of 38 °C to 65 °C.
The maximum temperature can be calibrated as follows:
Increasing the maximum temperature: Turn the knob counter-clockwise to (+). Loosen the screw and move the knob out 
to the side. Then turn the knob clockwise to (-) without it being engaged. Adjustments are carried out in small steps. A ¼ 
turn corresponds to approximately 7 °C.
Tighten the screw and then turn the knob to max (+). Reducing the maximum temperature: Do the procedure in reverse. 
Turn the knob clockwise to (-) and the disengaged knob counter-clockwise to (+).
It is recommended to install check valves to the incoming pipes to the mixing valve. For size G 3/4“, check valve code 11058 
can be used. The right connection of a mixing valve to the piping and placement of check valves are obvious from the pictures:

Right connection. For proper operation, cold water for 
mixing shall be always available. It is 
forbidden to bring in cold water for 
mixing from another cold-water 
source.

It is forbidden to install any shut-off 
valves to the incoming cold water pipe 
that could be used by the user to shut 
off the cold water supply for mixing.
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