
Unit for connection to 1" circulating pumps
Directions to invert the unit from the right supply to the left supply

Left SupplyRight Supply

Check valve:
Always inside the return ball

valve.

Attention: to exclude the
check valve, turn the handle

by 45° clockwise.

INVERT THE RIGHT SIDE WITH
THE LEFT SIDE OF THE UNIT
AND TAKE CARE TO ROTATE

PROPERLY THE CIRCULATING
PUMP’S MOTOR

Circulating pump:
move the circulating pump
to the left side of the unit
and turn the circulating
pump’s motor by 180°

(unscrew, rotate the motor,
screw)

B AA B

(A) - Supply ball valve (red ring thermometer)  (B) - Return ball valve (blue ring thermometer) with check valve.

Check valve:
Always inside the return ball

valve.

Attention: to exclude the
check valve, turn the handle

by 45° clockwise.
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Directions to invert the housing of the mixing valve:
from the right supply into the left supply and vice versa.

45°
angle

45°
angle

(A) - Take care to connect properly the lock of the body of the mixing valve (that locates the position of the cover-handle) to the groove of the plug-handle itself.
(B) - Put the handle with the indicator in the proper position:
Right supply: put the indicator of the handle on the “ rechts” marking. Left supply: put the indicator of the handle on the “ links” marking.
In both the positions be sure that the handle have been placed with an angle of 45°
After this operation keep o� the handle without turning it and assemble the actuator using its mounting kit.
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