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RTC 15p Heat Pump

The heat pump package includes a connection 
set with two anti-frost valves, a non-return 
valve for the return line to the heat pump and 
an already connected heating cable for the 
condensate drain pipe (length 1.7 m).

*not subject to mandatory leak test

Inverter (modulating) three-phase air-to-water heat pump using R290 (propane) refrigerant, for both 
heating and cooling, with a high coefficient of performance and very low noise.

7 °C75 °C

• heat loss up to 12 kW 
• heat demand up to 31,5 MWh

Heating output A7/W35 3.75–10.22 kW

Cooling output A35/W18 6.26–12.18 kW

Max. flow temp. for heating 75 °C

Min. flow temp. for cooling 7 °C

Max. heating water pressure 2.4 bar

Code 21501

Sound pressure level at 10 m 25 dB(A)

Sound pressure level at 5 m 31 dB(A)

Power supply 3x 400 V

Recommended circuit breaker B16A 3p

Refrigerant quantity* 1.2 kg

Basic parameters

Accessories supplied with the HP

Propane
R290
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1260 mm

395 mm minimum distance 

from the wall 400 mm
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Code

Code: 21501

Set of anti-vibration blocks (2 pcs) - 600 mm long, required for 
installations without wall brackets. 21977

Wall support brackets for heat pumps 
incl. silentblocks

on uninsulated facade 17458

on insulated facade 18406

Drain elbow for condensate discharge 22030

Braided hoses in lengths of 300, 500, 700 and 1000 mm see 
Catalogue

Optional accessories

Sizing

2 Regulus TSV D anti-frost valves

1 non-return valve
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Recommended connections

• min. flow rate required for safe defrosting: 500 l/h
• min. heat exchanger surface area in the hot water tank: 1,0 m2

Systems with no Thermal Store

Systems with Thermal Store

Room units - optional accessories

RCA room unit
- with display, backlight, temperature and humidity measurement, 
two-wire connection

22014

RC 25 room unit 
- with temperature and humidity sensor, temperature change knob, 
function selection button, backlight and indication, two-wire connection

18540

RS 10 room temperature sensor 
- ABB Time design, two-wire connection 16167

RSW 30 room temperature and humidity sensor 
- wireless connection via WiFi, battery powered or USB power supply 18474

RTC 15p BOX RGC 170 
• RTC 15p heat pump
• RegulusBOX indoor unit
• RGC 170 hot water tank
• other boiler room equipment

RTC 15p HBOX K 
• RTC 15p heat pump
• RegulusHBOX K indoor unit with DHW heating
• other boiler room equipment

RTC 15p HBOX 
• RTC 15p heat pump
• RegulusHBOX indoor unit with DHW heating
• other boiler room equipment

RTC 15p HSK 350 BOX 
• RTC 15p heat pump
• RegulusBOX indoor unit
• HSK 350 K P-B combination thermal store
• other boiler room equipment

RTC 15p HSK 650 BOX 
• RTC 15p heat pump
• RegulusBOX indoor unit
• HSK 650 PB combination thermal store
• other boiler room equipment

Code
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RTC 25p Heat Pump

Heating output A7/W35 5.9–17.2 kW

Cooling output A35/W18 9.1–12.4 kW

Max. flow temp. for heating 75 °C

Min. flow temp. for cooling 7 °C

Max. heating water pressure 2.4 bar

Code 21503

Sound pressure level at 10 m 38 dB(A)

Sound pressure level at 5 m 44 dB(A)

Power supply 3x 400 V

Recommended circuit breaker B20A 3p

Refrigerant quantity* 1.9 kg

Basic parameters

Inverter (modulating) three-phase air-to-water heat pump using R290 (propane) refrigerant, for both 
heating and cooling, with a high coefficient of performance and very low noise.

• heat loss up to 21 kW 
• heat demand up to 54 MWh

Code: 21503

Sizing

1358 mm
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*not subject to mandatory leak test

Code

Set of anti-vibration blocks (2 pcs) - 600 mm long, required for 
installations without wall brackets. 21977

Wall support brackets for heat pumps 
incl. silentblocks

on uninsulated facade 17458

on insulated facade 18406

Drain elbow for condensate discharge 22030

Braided hoses in lengths of 300, 500, 700 and 1000 mm see 
Catalogue

Optional accessories

The heat pump package includes a connection 
set with two anti-frost valves, a non-return 
valve for the return line to the heat pump and 
an already connected heating cable for the 
condensate drain pipe (length 1.5 m).

2 Regulus TSV D anti-frost valves

1 non-return valve

Accessories supplied with the HP

7 °C75 °C

Propane
R290

SCOP
5,29
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Recommended connections

RTC 25p HBOX  
• RTC 25p heat pump
• RegulusHBOX K indoor unit with DHW heating
• other boiler room equipment

RTC 25p HSK 650 BOX
• RTC 25p heat pump
• RegulusBOX indoor unit
• HSK 650 PB combination thermal store
• other boiler room equipment

Room units - optional accessories
RCA room unit
- with display, backlight, temperature and humidity measurement, 
two-wire connection

22014

RC 25 room unit 
- with temperature and humidity sensor, temperature change knob, 
function selection button, backlight and indication, two-wire connection

18540

RS 10 room temperature sensor 
- ABB Time design, two-wire connection 16167

RSW 30 room temperature and humidity sensor 
- wireless connection via WiFi, battery powered or USB power supply 18474

Code

Systems with Thermal Store
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RegulusHBOX RTC 3/3SR indoor unit
w. DHW heating and thermal store

RegulusHBOX K RTC 3/3SR indoor unit 
w. DHW heating

• floor-standing
• IR 14 controller w. display
• pump station for HP
• HSK 210 thermal store 
• DHW heating in stainless-steel heat exchanger 
• electric boiler 2–12 kW

• floor-standing
• IR 14 controller w. display 
• circulation pump for HP and 1 unmixed heating circuit
• RGC 170 hot water tank 
• electric boiler 2–6 kW

Code: 21616

Code: 21619

Optional accessories

Optional accessories

Kit for expanding IR RegulusHBOX K with 4 outputs (relays) - code 21435
Drinking water connection kit for RegulusHBOX K - code: 21434

Cooling kit for RegulusHBOX - code: 21100
Solar module for RegulusHBOX - code: 20031

Indoor Units 
for RTC 15p and 25p Heat Pumps

16
76

 m
m

650 m
m

595 mm

750 mm

833 mm

11
6

5 
m

m



regulus.eu 7RTC p Heat Pumps

RegulusBOX-E RTC 3/3SR indoor unit

RegulusBOX RTC 3/3SR indoor unit

• wall-hung electric unit
• IR 14 controller w. display 
• for easy electrical connection of more complex hydraulic systems
• optionally with four SSR relays for continuous power control of electric heating elements

• wall-hung 
• IR 14 controller w. display 
• circulation pump
• 3-way valve for connecting hot water tank 
• electric boiler 2–12 kW

Code: 22064
 22069 (with SSR relay)

Code: 21612

Optional accessories

Common accessories for indoor units

Essential accessory

Kit for expanding IR RegulusBOX with 4 outputs (relays) - code: 19401

Blanking plate and frame for using the display as a room unit - code: 18248
Additional temperature sensor for sheath - code: 9109
WiFi module (USB connection) - code: 18777

Pump station with filter and magnet for heat pump - code: 17868
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Controller w. CSE IR 14 RTC pump station
• IR 14 RTC smart controller
• pump station for heat pump

Code: 18242
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RTC 40p Heat Pump

Heating output A7/W35 12.7–38.6 kW

Cooling output A35/W18 12–34.2 kW

Max. flow temp. for heating 75 °C

Min. flow temp. for cooling 7 °C

Max. heating water pressure 2.5 bar

Code 21590

Sound pressure level at 10 m 46 dB(A)

Sound pressure level at 5 m 52 dB(A)

Power supply 3x 400 V

Recommended circuit breaker B32A 3p

Refrigerant quantity* 4.2 kg

Základní parametry

Inverter (modulating) three-phase air-to-water heat pump using R290 (propane) refrigerant, for both 
heating and cooling, with a high coefficient of performance.

• heat loss up to 36 kW 
• heat demand up to 93 MWh

Code: 21590

Sizing

The package includes a connection set with an 
anti-frost valve and a non-return valve.

The heat pump must be installed with the IR 14 smart controller 
and circulation pump - CS IR RTC 40p set (order code: 22238).

Accessories supplied with HP

Essential accessories
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*not subject to mandatory leak test

7 °C75 °C

Propane
R290

SCOP
4,86

1 Regulus TSV D anti-frost valve

1 non-return valve


