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Range of fittings, pump stations, 
filters and safety components 
for efficient and reliable 
heat pump operation.

ACCESSORIES  
FOR HEAT PUMPS

AND HEATING/COOLING SYSTEM

DIAGRAM OF PRODUCT USE IN A SYSTEM
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TSV D Thermostatic antifrost valve

Thermostatic valve protecting heat pump 
from freezing.
- automatic opening when fluid temperature 
  drops below 3°C
- protects heat exchanger during power failure
- insulation ensures proper function 
  and minimizes heat loss

1“ M 21640

1“ F 21965

Cu 28 x 1“ F 21966

BSR Safety group w. insulation

Compact group of fittings for heat sources 
up to 50 kW.
- provides pressure control, air venting 
  and overpressure protection
- includes safety valve, air vent valve 
  and pressure gauge
- universal inputs for connecting an expansion 
  vessel, topping up, etc.
- high-quality removable insulation

2 bar 21391

2,5 bar 21713

3 bar 20753

MAGNET FILTERBALL ball valves

With lever:

Ball valve with filter and magnet for heating 
and solar thermal systems.
- captures dirt with a magnet with a strength 
  of up to 7,000 Gs and a strainer
- replaceable stainless steel strainer with 
  a mesh size of 600 μm
- extends the life of the heating system
- easy cleaning without using tools
- also suitable for drinking water systems
- available with lever, cranked lever 
  or butterfly handle

1/2“ F 21227
3/4“ F 17404

1“ F 17405
5/4“ F 17406
6/4“ F 17407
2“ F 17408

With angled lever:

3/4“ F 21425
1“ F 21424

With butterfly handle:

1/2“ F 21226
3/4“ F 18318

1“ F 18319
5/4“ F 20256

MAGNET FILTERBALL ball valve for circulation pump

Ball valve with filter and magnet 
for circulation pump.
- union nut allows easy connection 
  of circulation pump
- for complete flow closure and dirt filtration
- includes gasket for pump connection
- valve with code 20428 is moreover equipped 
  with a check valve

6/4“ Fu x 1“ F 20360

6/4“ Fu x 1“ F 20428

CSE TC W-PWM MFB Pump station

1“ F 17868

Pump station for heat pump circuit.
- pump speed control by PWM signal  
- includes high-efficiency Wilo PARA 25/8 iPWM 
  pump
- filter with magnet protects the system from dirt
- includes ball valves, thermometer and insulation

CSE2 TMV F R8 Pump station

1“ F 21417

Twin-line pump station with thermostatic mixing.
- ensures circulation and mixing of heating water 
  to a temperature of 25-45 °C
- includes a high-efficiency pump RPA 25-8
- the filter with magnet protects the system from dirt
- suitable mainly for underfloor, ceiling or wall 
  heating

CSE TV ZV RPC Pump station

1/2“ F 22105

Pump station for DHW circuits.
- ensures circulation or heating of domestic 
  hot water using a heat exchanger
- includes a high-efficiency RPC pump 
  with power cable and ON/OFF control
- includes ball valves, check valve, thermometer 
  and insulation

FOR HEAT PUMPS FOR HEATING / COOLING SYSTEMS

Anti-vibration strips

600 mm 21977

Set of anti-vibration strips for installation 
of heat pumps.
- required for RTC 15p and 25p installations 
  without wall brackets
- consists of 2 pieces

Connecting hose

300–1000 mm
1“–5/4“ 

F/F or F/M

for codes 
see 

Catalogue

Braided hoses for connecting heat pumps 
to the system.
- available in various lengths and connection sizes

VZU RQ Easy Click 3-way ball valves

Ball valve with Easy Click actuator connection.
- does not interrupt fluid flow when switching
- compatible with controllers/thermostats with 
  230 V switching contact
- Easy Click system allows quick removal of the 
  actuator without using tools
- also suitable for drinking water
- also available in nickel-plated version

1“ M 22055

Cu 28 22059

1“ F 22053

5/4“ M 22057

Service valves for expansion vessels

Shut-off valves for easy connection and servicing 
of expansion vessels.
- with drain hose adapter
- enabling quick and safe disconnection 
  of an expansion vessel without leaks

3/4“ F 8770

1“ F 12295

6/4“ F 14492

Manual Filling Pump with container

3/4“ F 15054

Manual filling and topping-up pump for heating 
and solar thermal systems
- for topping up water or antifreeze fluid
- integrated container, 600 ml
- simple and quick handling
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