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Fresh Air
without Worries
Heat recovery ventilation system 
with ceiling-mounted unit

Elimination of moisture and prevention of mold growth

For appartments and family homes

Placement in a suspended ceiling, minimal space requirements
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Sentinel Kinetic Horizontal 200ZPH

Appartment, 2 bedrooms
80 m2, 4 persons

Family home, 4 bedrooms
150 m2, 4 persons

Installation at your home

Max. airfl ow rate        168 m/h3

Heat recovery effi  ciency      max. 86 %
Energy effi  ciency class      A
Dimensions (L x W x H)      1000 x 575 x 200 mm
Code         16709

TECHNICAL DATA

Hides in a suspended ceiling: Thanks to its height of only 20 cm, the unit is particularly suitable for 
placement in a suspended ceiling. Only 7 to 9 cm of space is suffi  cient in the suspended ceiling for 
the air ducts.

Smart and independent operation: The unit is equipped with a humidity sensor and automatic 
bypass, which allows the interior to be pre-cooled in summer. You don‘t have to worry about 
anything.

Clean, dust-free air: Contains two replaceable G3 air fi lters that capture even fi ne dust. This is 
something that not only allergy suff erers will appreciate.

Easy to use: The wall-mounted digital controller allows you to easily set 3 power levels and a weekly 
time program. In addition, you can connect it to the Regulus IR smart controller and control the 
ventilation in the IR Client mobile application.

Optional accessories: To ensure the most comfortable ventilation in the building, the unit can be 
equipped with a CO2 sensor (code 11582).


